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By W. .Hoffrnann. ~
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$inct? the discovery of rustproof steels tildthe reco~lition

of their

creased,

advantage, their field,of application has steadily in-

especiallywhere undesired chemical attacks on metals

and metal alloys take place. Their use is increasing with the

improvements in the process of welding them.

The Most used rustproof steels are high–percentage chrome

and chrome-nickel steels. A special advantage of chrome steel,

aside from its resistivity to corrosion.,is its suitability for

structural purposes, because of its superior mechanical proper-

ties and its strength even at high temperatures.

The following experimental results will perhaps increase

the knowledge of the process of welding rustproof steels. The

experiments were inadewith two chrome-steel sheets and with two

chrome-steel-nickel sheets having the composition shown in

Table I..

II*{’Ueberdas Schweissen von rostsicheren Sta,hlen,”a paper read
September 4, 1927R at the”zumual meeting”of the Germm Acety-
lene Society in Dusseldorf.. From .AutogeneMetal.lbearbei-tung,
December 15, 1927 (Vol. 20),,.pp..337-343.
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I.

Mn

0.30

0.54

o.~o

0.48
M

TABLE

Cr

13,8

14,61

12~81

20.95

c

0.45

SiDesignation

1 Chrome steel

2 Chrome steel

3 Chrome-nickel steel

,4 Chrome-nickel steel

Ni

0,31

O.1’j’ 0.65

0.35 0.62 20.90

O,ly 0.58 6.,79

The physical properties of the chrome-steel

nickel-steel sheets axe given in Table II.

TABLE II.

Desig-
nation Treatment

Yield
point
kg/mm=

Breaking
strength
kg/mm=

31on-
~ation
‘%”
13.18

Shrink-
Ha~dness
5/500

1 ~50-820°, $ hr.

2, .750-820°,~ II

3 Untreated

3 1100°, ~ hr., oil

4 1100°, + If, H

47.4 54,9 60.6 214

47.’j’ 58.4 15.2 52.1

83.8 17.9 1.79

y7.1 31.9 54.8 277

83.6 34.2 42.6 238

Welds were made with acetylene and oxygen and also with the

electric arc. Wires or rods of the same chemical properties as

the materials listed in Table 1 provided the additional welding

material. It is well known that, in both gas and arc welding,

material, in passing from the

has the opportunity to absorb

the burning gases or from the

the molten welding

the welding place,

trogen either from

welding rod to

oxygen and ni-

air. The eas-

ily oxidizable constituents of the welding material,(namely,
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carbon, silicon, and manganese) are thus reduced, as shown in

,. Figure 1. The great loss of these elements in gas welding les-

sens the ‘strengthof the material. In the arc ~rocesb the ab-

sorption of oxygen and nitrogen is small, while the strength

is increased by the absorption of nitrogen. In order to deter=

mine the loss in welding chrome and chrome-nickel steels, one

to four analyses were made of the materials melted in the gas

flame, as well as in the electric arc. The results are given

in Table III.

TABLE 111.

Designation

Arc 1.,

Gas flame 1

Arc Z

Gas flame 2

Arc 3

“ Gas flame 3

Arc 4

C&3 flame 4

c

0.38

0.18

0.15

0.05

0.30

0.18

,0.11

0.08

Si

0.29

0.14

0.58

0.32

0.40

0.22

0.28

0.31

Mn

0.40

O*11

0.44

0.21

0.38

0.29

0.32

0.16
——

Cr
—.

13.54

10.48

14.75

13.28

12.10

11.63

19 ● 20

18.25

15.10

y.lo

5.2?

From the loss thus determified,it is seen that, through the

alloy of W and Ni, it differs from the percentage reduction

“of U and Mn shown in Figure 1. In gas welding, care must

be exercised to keep the known ratio@ of the diameter of the

welding rod, gas pressure and flame adjustment the same as in:

welding ordinary”steel. Any excess of oxygen must always.be
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avoided, since otherwise there would be too great a loss of Ni

and especially of Or. Any excess of acetylene must be avoided,

since this would result in a harmful absorption of carbom.by the

metal. In the gas-welding,experiments,it ~vasfbund that.,the

weld was not

sheets had to

Attempts

so

be

to

deep as with ordinary steel, so that even thin

welded on both sides,

weld the chror~ead chrome_nickel rods by the

electric arc showed a great loss in the added components, especi-

ally in chrouium. After the chrome and chrome-nickel rods were

provided with a protecting covering during the welding in the

electric arc, this loss was reduced. By adding the reduced con-

stituents in the form of powder to the protecting materials the

original excellence was approximately attained. A better way to

avoid the reduction is to add correspondingly larger proportions

of the alloys to the welding rods.

In welding clean chrome and chrome-nickel rods in the arc,

the melting took place very quickly, even with a weak welding

current, so that the depth of the weld was very small with the

use of either the positive or negative pole. This too-rapid

melting can be avoided by the covering. The protecting substance

must melt easily and spread quickly over the surface, since the

hardening occurs quickly. Thus, inclusions of the protecting

material are avoided. Such inclusions must be avoided; because

they would unfavorably affect the physical properties and”the

resistivity to corrosion~



N.A.C.A. Technical Memorandum No. 531 5

In other countries (than Germany) the method has been erfi-

ployed of providing ordinary-soft-steel electrodes with a pro-

tecting coat containing Cr and Ni. These elements are then ex-

pected to combine with the molten steel in the welding bath so

uniformly as to form a homogeneous rustproof weld. The analysis

of,such welds showed great variations in their compositio~

The degr~e of rustproofness differed, owing to the uneven dis- ~

tribution of the alloys in the weld and also to the inclusions.

of slag. The physical properties also varied correspondingly.

As shown by Figure 2, the heat expansion.of chrome and

chrome-nickel steels differ from that of ordinaxy soft steel.

The expansion coefficient of the chrome steels is less than

that of soft steel, while that of the chrome-nickel steels is

greater.

In addition to the small expansion,coefficient, there is

the disadvantage of volumetric change through the hardening in

the welding of chrome steels. The differenc=on the expansion

coefficients, as likewise the volm,etric change due to harden-

ing, produce in the welding a greater sh>nkage in comparison

with soft steel.. Due to the longer welding time and also to the

larger heated a,reain gas welding, the shrinkage is greater

than in arc welding.
....,..,.,,-.

The greatest difficulties in welding rustproof chrome

steels arise from the hardening during the welding. This harden-

ing is shown in Figure 3. The chrome steels show an increasing

I --.-..—---- -
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hardness, with the maximum in the zone between the welded mater-

ial and the added material. The chrome-nickel steels show a

hardening near the weld. As ,aresult of the loss in carbon, the

weld shows a lesseni-ngin the hardness as compared with the

welded material. Figure 4 shows that the ~lardeningin the arc

welds is not so extensive a.sin the gas welds.

The hardening of the austenitic chrome-nickel steels occurs.

eVt?n when the metal sheets are heated to 12000C and quenched in

oil before welding. 1~~order to prevent hardening in the welding

of chrome steels, it is necessary to heat the welded pieces to

750-850°C for half an hour and then let them cool slowly. Fig-

ure 5 shows that the hardness can be rei:lovedby

mal treatment.

The carbon-rich chrome steels attain their

tivity to rust and corrosion through hardening.

a suitable ther-

maximum resis-

The carbon-

poor chrome steels have the greatest resistivity in the untreated

or anne@.ed state. The austenitic chrome-nickel steels ~e heat-

ed to 1100-1200°C and quenched in oil and have, in this condi-

tion+ tbe best strength characteristics and rust resisti.vi-ty.
●

These,thermal treatments remove the hardness produced by welding. -

The weld alyaysexhibits a less degree of haqdness than the

l%~%ts.welde@, due to the loss of carbon.

In order to determine the physical properties of welds,

sheets of 4-5 mm thicknesswere welded. The results are given

ir.Table IV.

..-——— ..—...——.--.—..—
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TABLE IV.
,---

Des”ig-““‘“” Treat merit”-’
nation

1’ Elec. 750° ~ hr.”,oil

3 Gas 75& + II If

2 Elec. ,7500’* ‘1 11

2 Gas 7500 * tl, II

3 Elec. 1200° -$ Y II

3 II 7500 $ II 1!

3 Gas 1200° * 11 ‘f

Brealking
strength
kg/mm2
.—.
54.0

5908

51.0

50.9

y9.2

71.0

58.6

Elon-
gation
$

9.8

12.0

11.0

9.8

31,?

1200

11.4

.

shrinkage
$

54,0

56.2

5605

48.6

~

Angle of
blend
g~o

900

125°

132°

160°

420

ly20

The strength of the materials welded was attained both in

the gas welding with acetylene and oxygen and in arc welding

with a direct current and unprotected welding rods. The loss in

the shock strength of a notched bar is slight and is ascribable

to the impairment of the grain in the weld. The loss in shock

strength can be prevented by forging the weld at the right tem-

perature.

Figures 6-11 show the grain of the chrome steel, working

material, transition from working material to weld and the grain

of the weld. No slag inclusions nor oxides were found in the

arc welds. Figure 12 shows that the difference in grain is

elimifi~tedby thermal treatment after welding. Figure 13 shows

the graim.of the chrome-nickel steels. Figure 14 shows the

transition from the working material to the weld.

$, I ; , . . ..-— ——... ... ..—
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In the etchings with llVillelall(aqua regia in glycerol),

it ,wasfound that th_ewel!s,of chrome steels exhibited a great-

er resistivity than the rest of the material, the transitio~
.

region being least affected (Figs~ 15-16).* IIvillelaltwill not

etch gas ox arc welds of chrome-nickel steel, its high resistiv-

ity being traceable to the loss in carbon, silicon and manga-

nese. If the raised part or ridge of a ch~ome-steel weld is

not

its

removed, it cannot be guaranteed to be rustproof, because

surface contains inclusions.

The application of rustproof steel to ordinary steel is

possible ‘oothirracetyleile-oxygenand in arc welding. Figure 17-.
shows the transition between ordinary steel and the welding ma-

terial, while Figure 18 shows the grain of the weld ridge. In

order to render the applied layer rustproof, it is necessary to

make two applications, because -thefirst layers of the rust-

proof weldins ~late-ri~forrialloys with the soft steel under-

l~eath,so that only the second application yields a rustproof

surface. The strength of the unfom:of ordinary steel and rust-

proof steel is small. .

The specimens of rustproof steel 1 to 4 in Table.I can be

firmly united by resistance welding. It is also possible to

prevent the hardening by immediate annealing, i.e., by uniform

heating and cooling. The rustproofness and the physical chsxac-

teristics of the resistance weld depend on the properties of

the welding material.

1’Iron Age, Vol.*J. V. Villela, “Delving into Metal Structures,
11? (1926), p. ~61, .
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Slzmma’ry
....,,.. . ... ..

1. Rustproof steels can be easily welded by the acetylene-

oxygen process.

2* The welding rods must be protected in arc welding.

30 The hardness resulting from the welding process must be

removed by thermal treatment.
1

4. The physical characteristics of rustproof-steel welds

are better than those of soft-steel welds.

5“. Owing to its loss in carbon, silicon and manganese, the

steel melted in the gas flame or electric arc is more rustproof

after than before melding.
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